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. heavy loads and efficient
+ working

| Two devices in one:
material hoist and
transport platform

Large loading volume -
allows convenient trans-
port of all types of

i~ i construction materials

Safe loading and unloading
~ at all landing levels




CEDA 1200 Z/ZP
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GEDA 1200 z/ZP

The large loading capacity of the GEDA 1200 Z/ZP transport platform allows
quick and safe transport even of bulky and heavy construction materials.

With two separate controls, the GEDA 1200 Z/ZP can be used simply as a mate-
rial hoist with a lifting speed of 24 m/min or as a transport platform for passen-
gers and materials with a lifting speed of 12 m/min.

Various platform modules with different load capacities and sizes offer the right
solution for any area of application and any challenge at a construction site.
Despite the high load capacity of up to 1500 kg, the transport platform is guided
on only one mast of the proven GEDA VARIO-MAST system.

Technical data:

1500 kg
7 persons

12/24 m/min

ﬂ 2 x 3.0/6.1 kw/400 v/
\‘\ 50 Hz/32 A

TEMPORARY INSTALLATIONS
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CEDA 1200 Z2/ZP

Platform: Recommended landing level safety gates:

Comfort
Art. No. 01212

S Comfort incl. sheet metal panel

= Art. No. 68301

[aV}

Y
VARIO LITE
Art. No. 68200
VIA RIO
VARIO/VARIO +
GEDA 1200 Z/ZP platform A 1 loading door / 1 unloading ramp Art. No. 68000;68050
Accessories: Further landing level safety gates:

Art. No. 01217 Standard
Art. No. 01268 Standard-Basic

Art. No. 68311 Standard incl.
sheet metal
panel

Art. No. 68312 Standard-Basic
incl. sheet metal
panel

For a wide range of
accessories visit:
www.geda.de
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Space requirements:

Normal space requirement in front of a wall

3.2n

3, 18m

Shaft dimensions

TEMPORARY INSTALLATIONS
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Normal space requirement in front of a scaffold

(person transport)
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CEDA 1200 Z/Z2P

Platform:

2,6 m

1,4m
VIA RIO
GEDA 1200 Z/ZP platform B 1 loading door / 1 unloading ramp

Accessories:

For a wide range of
accessories visit:
www.geda.de

Recommended landing level safety gates:

Tarpaulin retlro'fit
it available:
ki <

Comfort
Art. No. 01212

~

Comfort incl. sheet metal panel
Art. No. 68301

b3

VARIO LITE
Art. No. 68200

VARIO/VARIO +
Art. No. 68000;68050

Further landing level safety gates:

Art. No. 01217 Standard
Art. No. 01268 Standard-Basic

Art. No. 68311 Standard incl.
sheet metal

panel

Art. No. 68312 Standard-Basic
incl. sheet metal
panel
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CEDA 1200 Z/ZP

Space requirements:

4,75m

& ]
'E- — 2.=;I'I
: il =
: - ]
5,7-/ 7
Normal space requirement in front of a wall Normal space requirement in front of a scaffold

0,5m

%_

0,5m

3,18m

Shaft dimensions (person transport)
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CEDA 1200 Z2/ZP

Platform: Recommended landing level safety gates:

Comfort
Art. No. 01212

~

Comfort incl. sheet metal panel
Art. No. 68301

VARIO LITE
Art. No. 68200
1l \
VARIO/VARIO +
GEDA 1200 Z/ZP platform C 1 loading door / 1 unloading ramp Art. No. 68000;68050
Accessories: Further landing level safety gates:

Art. No. 01217 Standard
Art. No. 01268 Standard-Basic
Art. No. 68311 Standard incl.

sheet metal
panel
For a wide range of Art. No. 68312 Standard-Basic
accessories visit: incl. sheet metal
www.geda.de panel
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CEDA 1200 Z/ZP

Space requirements:

ca. 6,5m 4,75m
. A

4,75m

— T &

750

2n

nox, 9,15

1,06m

Zad

2,31n

ca.3,52m

co.4m

ca. 5,35m
¢o.5,3n

Normal space requirement in front of a wall Normal space requirement in front of a scaffold

4,32n

1/
/
1/
1"

3,18m

Shaft dimensions (person transport)

'
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CEDA 1200 Z2/ZP

Platform: Recommended landing level safety gates:

Comfort
Art. No. 01212

~

Comfort incl. sheet metal panel
Art. No. 68301

b3

VARIO LITE
Art. No. 68200

@ s
VARIO/VARIO +

GEDA 1200 Z/ZP platform C 1500 kg 1 loading door / 1 unloading ramp Art. No. 68000;68050

3,2m

Accessories: Further landing level safety gates:

Art. No. 01217 Standard
Art. No. 01268 Standard-Basic

Art. No. 68311 Standard incl.
sheet metal
panel

Art. No. 68312 Standard-Basic
incl. sheet metal
panel

For a wide range of
accessories visit:
www.geda.de
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CEDA 1200 Z/ZP

Space requirements:

ca. 2,25m

co. 6,5m
4, 795m

— IR

730

2m

2,3m _*

ca. 3, 92m

ca, 4m

4t
Z%m
co. 3, 3m

3, 35m

co.

IR
. 2,45n
6, 73m

o /
2, 28m

S~

Normal space requirement in front of a wall Normal space requirement in front of a scaffold

1, 8m
=
% ]
¥ ' 0, 5m
3, 18n =
S
Shaft dimensions (person transport)
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